























































































































Width: 0.012” (0.30)
Length: 0.024” (0.60)
Height: 0.012” (0.28)
LD Pitch: N/A
Pad Count: 2

502
Width: 0.030” (0.76)
Length: 0.050” (1.27)
Height: 0.030” (0.76)
LD Pitch: N/A
Pad Count: 2

FN-2T
Width: 0.024"” (0.61)
Length: 0.040” (1.02)
Height: 0.015” (0.38)
LD Pitch: N/A
Pad Count: 2

DFN-8LP
Width: 0.063” (1.60)
Length:0.079” (2.00)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pad Count: 8

DFN-12SLP
Width: 0.053" (1.35)
Length:0.098" (2.50)
Height: 0.022” (0.55)
LD Pitch: 0.016” (0.40)
Pad Count: 12

PRODUCT PACKAGING
SCALED 1"-1"

]

0402/U0402
Width: 0.019” (0.48)
Length: 0.039” (1.00)
Height: 0.016” (0.40)
LD Pitch: N/A
Pad Count: 2

5 Bump FC
Width: 0.039" (1.00)
Length:0.052" (1.32)
Height: 0.016” (0.40)
LD Pitch: 0.020” (0.50)
Pad Count: 5

DFN-3
Width: 0.047” (1.20)
Length: 0.047” (1.20)
Height: 0.020” (0.50)
LD Pitch: N/A
Pad Count: 3

DFN-8SLP
Width:0.053"” (1.35)
Length: 0.067” (1.70)
Height: 0.022” (0.55)
LD Pitch: 0.016" (0.40)
Pad Count: 8

DFN-16
Width: 0.063” (1.60)
Length:0.158" (4.00)
Height: 0.030” (0.75)
LD Pitch: 0.020” (0.50)
Pad Count: 16
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0404/U0404
Width: 0.039” (1.00)
Length: 0.039” (1.00)
Height: 0.016” (0.40)
LD Pitch: 0.020” (0.50)
Pad Count: 4

10 Bump FC
Width: 0.052" (1.33)
Length:0.078" (1.981)
Height: 0.015” (0.39)
LD Pitch: 0.020” (0.50)
Pad Count: 10

DFN-4
Width: 0.024"” (0.61)
Length: 0.040” (1.02)
Height: 0.020” (0.50)
LD Pitch: N/A
Pad Count: 4

Width: 0.118" (3.00)
Length: 0.118" (3.00)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pad Count: 10

DFN-16LP
Width: 0.063" (1.60)
Length:0.157" (4.00)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pad Count: 16
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0406/U0406
Width: 0.039” (1.00)
Length:0.059” (1.50)
Height: 0.016” (0.40)
LD Pitch: 0.020” (0.50)
Pad Count: 6

15 Bump FC
Width: 0.052” (1.33)
Length:0.116" (2.96)
Height: 0.015” (0.39)
LD Pitch: 0.020” (0.50)
Pad Count: 15

FN-6
Width: 0.063” (1.60)
Length: 0.063" (1.60)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pad Count: 6

DFN-12
Width: 0.063” (1.60)
Length:0.118" (3.00)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pad Count: 12

DFN-16SLP
Width:0.063" (1.60)
Length: 0.157" (4.00)
Height: 0.022” (0.55)
LD Pitch: 0.020" (0.50)
Pad Count: 16

0408/U0408
Width: 0.039” (1.00)
Length:0.079"” (2.00)
Height: 0.016” (0.40)
LD Pitch: 0.020” (0.50)
Pad Count: 8

FN-2
Width: 0.024” (0.61)
Length: 0.040” (1.02)
Height: 0.020” (0.50)
LD Pitch: N/A
Pad Count: 2

FN-8
Width: 0.079” (2.00)
Length: 0.079” (2.00)
Height: 0.031” (0.80)
LD Pitch: 0.020” (0.50)
Pad Count: 8

DFN-12LP
Width: 0.063” (1.60)
Length:0.118" (3.00)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pad Count: 12

IP-8
Width: 0.250” (6.35)
Length:0.400” (10.16)
Height: 0.140” (3.56)
LD Pitch: 0.100” (2.54)
Pin Count: 8
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PRODUCT PACKAGING

SCALED 1"-1"

DIP-14
Width: 0.250” (6.35)
Length:0.750” (19.05)
Height: 0.140” (3.55)
LD Pitch: 0.100” (2.54)
Pin Count: 14

%FN-BZ
Width: 0.20” (5.00)
Length: 0.20"” (5.00)
Height: 0.035” (0.90)
LD Pitch: 0.020” (0.50)
Pad Count: 32

SOD-723
Width: 0.024" (0.61)
Length: 0.040” (1.02)
Height: 0.022” (0.55)
LD Pitch: N/A
Pin Count: 2

]

SOT-543
Width: 0.047” (1.19)
Length:0.063" (1.60)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pin Count: 4

SO-8
Width: 0.192" (4.90)
Length: 0.23” (6.00)
Height: 0.057” (1.44)
LD Pitch: 0.050” (1.270
Pin Count: 8

DIP-16
Width: 0.250” (6.35)
Length:0.780” (19.81)
Height: 0.140” (3.55)
LD Pitch: 0.100” (2.54)
Pin Count: 16

SC-70-5L
Width: 0.050” (1.27)
Length:0.079” (2.01)
Height: 0.035” (0.89)
LD Pitch: 0.025" (0.64)
Pin Count: 5

]

SOD-923
Width: 0.024"” (0.60)
Length: 0.039” (1.00)
Height: 0.015” (0.37)
LD Pitch: N/A
Pin Count: 2

]

SOT-553
Width: 0.047” (1.19)
Length:0.063" (1.60)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pin Count: 5

SO0-14
Width: 0.154” (3.90)
Length:0.34" (8.63)
Height: 0.061” (1.55)
LD Pitch: 0.050” (1.27)
Pin Count: 14
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DO-214AA
Width: 0.17” (4.32)
Length:0.143" (3.62)
Height: 0.089” (2.25)
LD Pitch: N/A
Pin Count: 2

SC-70-6L
Width: 0.050” (1.27)
Length:0.079” (2.01)
Height: 0.035” (0.89)
LD Pitch: 0.025" (0.64)
Pin Count: 6

OT-143
Width: 0.50” (1.27)
Length:0.115" (2.92)
Height: 0.040” (1.02)
LD Pitch: 0.075" (1.90)
Pin Count: 4

]

SOT-563
Width: 0.047” (1.19)
Length:0.063" (1.60)
Height: 0.022” (0.55)
LD Pitch: 0.020” (0.50)
Pin Count: 6

SO-16
Width: 0.154" (3.90)
Length: 0.390” (9.90)
Height: 0.061” (1.55)
LD Pitch: 0.050” (1.27)
Pin Count: 16
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Width: 0.051” (1.30)
Length: 0.063" (1.60)
Height: 0.030” (0.75)
LD Pitch: 0.020” (0.50)
Pad Count: 10

SC-79
Width: 0.032” (0.81)
Length: 0.048" (1.22)
Height: 0.025” (0.64)
LD Pitch: N/A
Pin Count: 2

OT-23
Width: 0.065” (1.65)
Length:0.115" (2.92)
Height: 0.040” (1.01)
LD Pitch: 0.037" (0.95)
Pad Count: 3

SOT-953
Width: 0.031” (0.79)
Length:0.039” (1.00)
Height: 0.018” (0.46)
LD Pitch: 0.015" (0.38)
Pin Count: 5

SO-16W
Width: 0.295” (7.50)
Length: 0.405” (10.30)
Height: 0.097” (2.46)
LD Pitch: 0.050” (1.27)
Pin Count: 16

Quad/Penta
Width: 0.039” (1.00)
Length:0.059” (1.50)
Height: 0.016” (0.40)
LD Pitch: 0.020” (0.50)
Pad Count: 6

SOD-323
Width: 0.051” (1.30)
Length: 0.69” (1.75)
Height: 0.035” (0.90)
LD Pitch: N/A
Pin Count: 2

SOT-23-6
Width: 0.065” (1.65)
Length:0.115" (2.92)
Height: 0.043” (1.09)
LD Pitch: 0.037" (0.95)
Pin Count: 6

]

SOT-963
Width: 0.031” (0.79)
Length:0.039” (1.00)
Height: 0.018” (0.46)
LD Pitch: 0.015" (0.38)
Pin Count: 6

SO-20WB
Width: 0.295” (7.50)
Length: 0.505” (12.82)
Height: 0.100” (2.54)
LD Pitch: 0.050” (1.27)
Pin Count: 20
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PRODUCT PACKAGING
SCALED 1"-1"
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SSOP-24 SSOP-20 TSSOP-16 VSIP-10
Width: 0.24” (6.0) Width: 0.29” (7.45) Width: 0.20” (5.0) Width: 0 250” 6 35) Width: 0.250” (6.35)
Length: 0.34"” (8.65) Length: 0.45” (11.5) Length: 0.17" (4.4) Length:0.705" (19 05) Length:1.020” (25.90)
Height: 0.062” (1.57) Height: 0.098” (2.5) Height: 0.043” (1.1) Height: 0.130” (0.33) Height: 0.130” (0.33)
LD Pitch: 0.025" (0.64) LD Pitch: 0.050" (1.27) LD Pitch: 0.026" (0.65) LD Pitch: 0.100” (2.54) LD Pitch: 0.100” (2.54)
Pin Count: 24 Pin Count: 20 Pin Count: 16 Pin Count: 6 Pin Count: 10
®
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COMPANY PROFILE

ProTek Devices, based in Tempe, Arizona USA, is a manufacturer of Transient Voltage
Suppression {TVS) products designed specifically for the protection of electronic
systems from the effects of lightning, Electrostatic Discharge (ESD), Nuclear
Electromagnetic Pulse (NEMP), inductive switching and EMI/RFI. With over 25 years
of engineering and manufacturing experience, ProTek designs TVS devices that provide
application specific protection solutions for all electronic equipment/systems.

ProTek Devices Analog Products Division, also manufactures analog interface, control,
RF and power management products. More information regarding analog products can be
found at www.protekanalog.com.

CONTACT US

Corporate Headquarters By Email

2929 South Fair Lane Sales: sales@protekdevices.com

Tempe, Arizona 85282 Customer Service: service@protekdevices.com
USA Technical Support: support@protekdevices.com
By Telephone Web

General; 602-431-8101 www.protekdevices.com

Sales: 602-414-5109 www.protekanalog.com

Customer Service: 602-414-5114

By Fax
General: 602-431-2288

2929 South Fair Lane « Tempe, Arizona 85282
Tel: 602-431-8101 « FAX: 602-431-2288
sales@protekdevices.com ¢ www.protekdevices.com



